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Summary
This report was prepared as part of research programme funded in part by the Commission
of the European Communities, European Coal and Steel Contract (BC Contract No. 7220 -
AF/136). A number of geophysical methods have been applied to a sequence of test areas
in the vicinity of Saarbrucken, Germany. The studies relate to methods for the recognition
of geological weakness zones and other surface discontinuities caused by underground mining
in Carboniferous terrain. Progress to date (October, 1993) is summarised by Greenwood and
Peart (1992).
This report discusses a new method of data modelling applied to VLF data collected along
three short (50 m) profiles in Saar Test Area 2.1. The data used in the study have previously
been described by Greenwood and Peart (1992). The ~ain aim of the report is to demonstrate
an automatic method for the construction of a resistivity cross-section when suitable VLF-R
data are supplied.
The method used (two-dimensional, non-linear, regularised inversion) has not been used
previously in an applied geophysical context. This report therefore discusses the scientific
rationale and the known pitfalls of the procedure. The method is also applied to both
synthetic models and the field data in order to assist in the interpretation of the results
obtained.
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Introduction
The VLF survey technique is a well-established electromagnetic (EM) method of applied
geophysics. Its use for geological and hydrogeological applications is reviewed by McNeill
(1990). The method is one of a class of EM techniques that conform to a plane-wave
sounding of subsurface resistivity structure; a closely allied (natural-field) technique is the
audiomagnetotelluric (AMT) method (e.g. Strangway et al., 1973). The VLF-EM technique
makes use of one or more distant radio transmitters operating between 15 and 30 kHz. The
limited bandwidth means that, although several measurements may be obtained at different
frequencies (using different transmitters), a main attribute of the method is that of a single
frequency sounding. The lack of bandwidth is compensated for by the fact that the
instrumentation is very portable and cost-effective. An extensive surveying capability is
provided by a single, roving operator.
The VLF method was developed as an inductive sounding technique measuring the amplitude
and (subsequently) phase relationship between the vertical (secondary) magnetic field (Z)
relative to the horizontal primary field (H). This method, referred to here as VLF-Z, relies
on wavefield interaction with two-dimensional (2-D) and three-dimensional (3-D) resistivity
structure. The technique has siQce been extended to include a measure of the induced
horizontal electric field (E) component. This VLF-R measurement provides an impedance
value (e.g. E/H), usually expressed as apparent resistivity and phase, using short (e.g. 5 m)
electric dipoles. The VLF-R measurement, although appropriate for a one-dimensional (1-D)
application, contains only marginal information on the vertical resistivity structure (Fischer
et al., 1983) because, in effect, only a single frequency is available. These factors suggest
that the strength of VLF methods lie predominantly in the definition of lateral gradients in
the subsurface resistivity structure. The interpretation problem is therefore, at least, two-
dimensional.
Although extensive and high-density VLF data sets have been used successfully for mapping
purposes (e.g. Ogilvy et al., 1991; Tabbagh et al., 1991), techniques which assess the third
(i.e. depth) dimension appear both limited and restrictive. Here, as advocated by Fischer et
al. (1983), a 2-D modelling (in this case inversion) approach to VLF interpretation is
demonstrated using synthetic and field ~xamples. The main aim is to demonstrate an
automatic method for the construction of a resistivity cross-section using VLF-R data.
The general problem of EM induction, either by highly-polarised (VLF) or natural-source
plane-wave fields requires vector measurements to fully specify the problem. The VLF
technique has a directional limitation in that the horizontal magnetic field is conventionally
measured in a direction perpendicular to the line of the transmitter and the associated E-field
is measured along the line of the transmitter (essentially to ensure maximum signal strength).
These limitations and the difficulties of interpretation that ensue. have been extensively
discussed by Tabbagh et al. (1991).
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The close association between the VLF technique and the wide-band, natural-source
magnetotelluric (MT) and AMT technique has been noted on many occasions. From the
perspective of the MT technique the VLF method presents us with a directional set of VLF-R
and/or VLF-Z measurements at a single frequency. ProfIle data is assumed. The objective
is then to determine a resistivity cross-section that fits the measured data. When developing
an inverse modelling approach, the recurring pitfalls of inaccurate, insufficient and
inconsistent data (Jackson, 1972) must be appreciated. In a 2-D inverse problem which
attempts to construct a valid depth cross-section, the use of single frequency data guarantees
some level of insufficiency (the actual level will be case-specific). Care must also be
exercised since the VLF data are directional and the data may be inconsistent with the modes
presented by a 2-D problem as outlined below.
As discussed by Fischer et al. (1983), in order to ensure consistency with a 2-D approach,
the directional VLF data must conform to one of the two principal modes of 2-D induction.
The assumption of infinite strike (which defines the 2-D case) provides two decoupled modes
involving separate combinations of the field components. The TE-mode (or E-polarisation,
electric field parallel to strike) involves surface fields of Ex, Hy and Hz. The TM-mode (or
H-polarisation, magnetic field parallel to strike) involves the surface fields Hx, Eyand Ez.
Due to the directional nature of VLF measurements, we require therefore that the
measurements be made in, at least one, of the two principal directions. Where the geological
strike is not known, the sensible survey option of taking measurements from several
azimuthally-distinct transmitters is suggested.
The present study comprises an initial discussion on the developments which have taken place
in MT data modelling using regularised inversion techniques. Such procedures provide (in
fact impose) smooth models of the subsurface resistivity distribution. These smooth models
are intended to provide lower bounds on the amount of structure required to fit the data and,
as such, tend to reduce the problem of equivalence that is a component part of employing
diffusive EM wavefields. Smooth, minimum-structure resistivity cross-sections are not yet
a familiar concept in applied geophysics. In order to provide insight into their practical
application to VLF data, both synthetic and field data examples are considered.
Regularised Inversion
The starting point in the modelling of VLF data are the developments in non-linear inversion
which have arisen in the context of the multi-frequency MT technique. The new approaches,
developed first for the 1-D MT problem and more recently for 2-D geometries, involve
regularising an otherwise 'ill-posed' problem by introducing a smooth or minimum-structure
constraint. In these methods the subsurface resistivity structure is constrained to vary
smoothly and we seek the resistivity distribution with the minimum amount of structure
(roughness) that fits the observations. The approach is effective because measured data are
invariably limited in number and precision (insufficient and inaccurate) and because the EM
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wavefield is diffusive. These two factors ensure that pointwise discontinuities (e.g.
layers/polygons) in the subsurface cannot be resolved without a degree of equivalence. In 2-D
modelling and inversion, the problem of equivalence becomes particularly acute because of
the larger number of degrees of freedom within the model space. The essential point is that
the minimum-structure inversion concept acknowledges this fact and allows the automatic
construction of credible (non-extreme) resistivity models.
In the I-D case, formulations of the inverse MT problem when the vertical resistivity profile
is rigorously smooth (e.g. in terms of its first and second derivatives) have been considered
by Constable et al. (1987) and by Smith and Booker (1988). For 2-D MT inversion, deGroot-
Hedlin and Constable (1990) implemented a minimum-structure inversion which is referred
to as OCCAM and is based on the finite-element forward solution of Wannamaker et al.
(1987). A more rapid 2-D MT inversion called the Rapid Relaxation Inverse has also been
developed by Smith and Booker (1991). Here we use the 2-D OCCAM procedure, described
in detail by deGroot-Hedlin and Constable (1990), which has proved to be a very stable algorithm.
It is important that the measured data should possess associated error bounds. The underlying
concept is that we should never attempt to obtain an exact fit between measured and modelled
data. The error bound must comprise the variance associated with physical measurement but
it can also encompass the degree to which a particular level of modelling (e.g. I-D, 2-D or
3-D) is thought to be appropriate. Given a set of N observations (OJ, i=I,N) with standard
errors (O"j) , the concept is to only fit the observations to within a prescribed level of misfit.
When the data and errors conform to Gaussian behaviour the chi-square (~) statistic is a
natural measure of misfit :
where mj refers to the i'th model response. For a model fit to be satisfactory we might
typically take x2 < N + 2(2N)lh (parker and Whaler, 1981). This would correspond to
accepting models whose misfit is less than two standard errors of x2 above its expected value
of N. Here we use an r.m.s. measure of misfit defined as ~/N with an expectation value of
unity.
Smooth, minimum-structure resistivity cross-sections are not yet a familiar concept in applied
geophysics. In order to provide some insight into their practical application to VLF data both
synthetic and field data are considered. As noted previously, single-frequency profile data
present a special case of data insufficiency and it is important to first diagnose the resolution
attributes of this special case using synthetic examples.
For consistency, both synthetic examples and field data have been treated using an equivalent
formulation of the problem. The field data consist of only 11 observations (along 3 parallel
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profiles) at 5 m separations across a 50 m baseline. The synthetic data, obtained by the
forward-modelling scheme of Wannamaker et al. (1987), have been generated at an
equivalent set of 11 locations. In all cases, the parameterisation of the inversion model space
is the same. The central portion of the model (50 m x 50 m) consists of a regularisation grid.
containing individual blocks of a width and thickness of 2.5 m. This parameterisation
obviously sets a limit in terms of the minimum-scale of any resolvable features.
Both synthetic and field inversion results are presented in true scale across the 50 m x 50 m
central section. Although the inversion grid comprises 2.5 m x 2.5 m rectangular blocks,
results are block contoured at a interval of 1 m. In each case a uniform half-space is used
to initiate the inversion i.e. we are considering the case of automatic inversion. Constraints
which may provide increased resolution are available within the inversion algorithms but are
not discussed here.
Synthetic Example 1.
This example is primarily intended to demonstrate the nature of minimum-structure cross-
sections using one mode and one or two VLF frequencies. It can be assumed that two VLF
frequencies can be used to provide only a limited frequency separation. Depending on the
transmission azimuths, the data might provide results in two separate modes (Le. both TE
and TM and transmission paths orthogonal) or in the same single mode (transmission paths
parallel). We here consider the case of observations made at two frequencies (16 and 25 Khz)
which provide the same (TE) mode of induction.
The model (see Fig. 2) is a simple conductive zone buried in a half-space. The conductive
zone has a resistivity of 5 ohm.m and is immersed in 100 ohm.m material. The upper surface
of the anomaly is at 10 metres and it extends to 20 metres (Le. a thickness of 10 m). The
anomaly is, in effect, a laterally elongate zone (extending to infinity) and we examine the
resolution of measurements made over the rectangular terminating edge of the concealed
zone.
The anomaly has a resistivity contrast of 20 and skin-depths in the zone range from 8.89 m
at 16 kHz to 7.11 at 25 kHz. The skin-depths at these frequencies are comparable to the
thickness of the anomaly and a strong inductive response will be observed. In the background
material skin-depths range from 39.76 m (16 kHz) to 31.81 m (25 kHz). Clearly the
electrical scale-lengths are very similar for the two frequencies.
We consider 11 observations made at 5 m separations, over a total baseline of 50 m. The
observational anomaly for the TE-mode at 16 and 25 kHz is shown for apparent resistivity
and phase in Figure 1 (symbols). The edge of the anomaly is situated at -150 m in model
coordinates (Fig. 2). Examination of Figure 1 demonstrates that a 50 m baseline is
insufficient to fully define the spatial wavelength of the anomaly. With increasing distance
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from the edge of the anomaly the response must revert to the corresponding half-space
response (an apparent resistivity of 100 ohm.m and a phase of 45 degrees). For this model
example the 11 synthetic observations, although accurate, are insufficient in terms of spatial
scale.
A series of investigations into the resolution of the data were made using the 2-D OCCAM
algorithm. Only the resolution of the TE-mode is reported here. In each case a 'blind'
starting model consisting of a half-space of 30 ohm.m was used. Data errors (in the
logarithm of apparent resistivity and in linear phase) were set at 1%.
The model cross-section ·obtained at an r.m.S. misfit of unity, using the TE-mode at 16 kHz
only, is shown in Figure 2. The cross-section is in true scale and the logarithm of resistivity
is contoured. The target conductive zone is outlined by the heavy dashed line. A blank
(white) zone is used here to denote resistivity overshoot i.e. where model resistivities are less
than the target resistivity of 5 ohm.m. The lightest gray-scale denotes model resistivities
greater than the true background of 100 ohm.m.
The model returned by the inversion is necessarily smooth and consists of a series of
gradients with associated spatial wavelengths. In very broad terms the minimum-structure
solution can be seen to be 'generally' consistent with the starting model when given (i)
accurate data (i.e. synthetic and no-noise data) and (ii) insufficient and inadequate data (i.e.
only one mode, one frequency and a limited spatial wavelength).
The resolution obtained in this example can be summarised as follows. The first reflecting
horizon (the upper surface of the conductive zone) is the best resolved feature. Since only
one frequency is used to constrain the solution, subsequent vertical resolution (e.g. the lower
surface of the conductive zone) is more limited. The most conductive feature of the solution
is likely to be displaced downwards from the 'true' centre and inwards from the 'true' edge.
The 'edge effect' consists of a set of gradients that are 'more realistic' in the upper portion
of the section. The resolution through the lower part of the section is very limited.
It should be noted that a highly accurate solution can be obtained by the OCCAM inversion,
particularly using synthetic data. This is achieved by providing multi-frequency profile data
that 'best-suit' the electrical scale of the problem. For our present purposes we wish to
consider typical resolution attributes of the limited type of data that would be supplied by
routine VLF data sets.
A model cross-section obtained using the TE-mode data and the two VLF frequencies of 16
and 25 kHz is shown in Figure 3. The r.m.s. misfit of the solution is again unity. The
introduction of the higher frequency (in the same mode) in this example has increased the
resolution of the target, particularly through the upper part of the section but also generally
throughout the section.
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In this example near-surface resistivities of the correct half-space value (100 ohm.m) are
returned by the inversion and the most conductive feature is centred on the target anomaly.
The lowest individual (2.5 x 2.5 m) block resistivity in the conductive zone is 3.5 ohm.m
which compares favourably with the actual value of 5 ohm.m.
The response of the model for both frequencies and an r.m.s. misfit of unity, is compared
with the observed synthetic data set in Figure 1. It should be noted that the misfit is an
'overall' figure and is, inevitably, distributed over the 44 observations. It can be seen that
there is scope for further matching between the observed and modelled data, particularly in
the phase response at 25 kHz.
For this example it has proven possible to 'overfit' the synthetic data by a factor of two,
producing a stable solution at an r.m.s. misfit of 0.5 with the same 1% errors assigned to
the data. The resulting model, using the same data as in the previous case is shown in Figure
4. The increase in structural resolution over the previous case is only marginal.
Synthetic Example 2.
This example is primarily intended to demonstrate the nature of minimum-structure cross-
sections using one or two of the different modes that may be observed at a single frequency.
The anomaly studied is more complex than that of the previous case in that it consists ofan
isolated conductive zone dipping at about 45 degrees. The structure, which simulates a
dipping fault zone, is a typical application for VLF observations. The model was developed
as a control for the interpretation of the field data modelling discussed later.
The model (see Fig. 7) is again a simple conductive zone of 5 ohm.m immersed in a material
of 100 ohm.m. The top of the zone is set at 2 m and has a width of approximately 5 m. The
zone dips at an angle of about 45 degrees down to a depth of 20 m. The scale of the
anomalous structure has dimensions (5 and 18 m) both less than and greater than one skin-
depth of a 16 kHz wavefield within the anomalous zone (8.89 m).
We again consider 11 observations made at 5 m separations over a total baseline of 50 m
which is centred above the anomalous region. The observational anomaly for the TE- and
TM-modes at 16 kHz is shown in Figure 5. The vertical field (Z) response (real and
imaginary components) produced in the TE-mode is shown Figure 6. It should be noted that
in Figures 5 and 6 the solid lines are simply data traces (they are not inversion results). The
asymmetry in all the response data, produced by the dipping anomaly, is very evident. For
this type of anomaly, the spatial wavelengths of the anomalous response decrease as TM-
mode < TE-mode < Z (TE-mode). For a sufficient coverage of the anomalous region we
would require the apparent resistivities to return .to 100 ohm.m, the phases to return to 45
degrees and the Z-field to return to zero.
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As in the previous example, a series of investigations into the resolution of the data were
made using the 2-D OCCAM algorithm. Again, a 'blind' starting model consisting of a half-
space of 30 ohm.m was used throughout. Data errors of 1% were again· assumed. Although
'more accurate' solutions have been obtained, the solutions obtained at an r.m.s. misfit of
unity are presented. It will be noted that the contour level scheme is almost the same as that
used in the previous example (model resistivities are the same). Here a lower bound of 0.75
(logarithmic scale) is used since, for this example, modelled resistivities approach, but do
not achieve, the target resistivity of 5 ohm.m.
The model cross-section obtained at an r.m.s. misfit of unity using the TE-mode data
(apparent resistivity and phase) at 16 Khz is shown in Figure 7. The cross-section is true
scale and the logarithm of resistivity is contoured. The target conductive zone is outlined by
the heavy dashed line. With only one frequency constraining the solution, the imaging of a
dipping zone will inevitably be difficult. In broad terms, the smooth solution returns an
asymmetrical conductive zone. The upper surface of the zone (first reflecting horizon) is well
resolved and the upper surface of the dipping zone is imaged by a gradient whose dip is close
to that of the target zone. Elsewhere, through the upper part of the section, the trace of the
most conductive zone in the model is closer-to-vertical than the actual dip. As was the case
in the previous model, the resolution through the lower part of the section is very limited.
The equivalent cross-sectional model obtained using the TM-mode data is shown in Figure
8. The model obtained has broadly similar characteristics to that obtained from the TE-mode
data. In detail, the set of gradients in the vicinity of the low resistivity zone appear to
'contain' the true dip in a more satisfactory manner.
The modelling investigation of the TE-mode data can be extended by assuming that vertical
field data are also available. This increases the number of observational constraints by a
factor of 2 (from 22 to 44, for the 11 site profile). The cross-sectional model obtained using
the TE-mode R and Z data at 16 k:Hz is shown in Figure 9. The increase in true structural
resolution over that obtained using only the TE-mode R data is only marginal.
As in the previous example, we might also assume that two VLF frequencies can be
recorded. In this final synthetic example we consider the case in which observations of two
frequencies (15 and 30 k:Hz) have been obtained in the same TM-mode (i.e. the VLF
transmissions had very similar azimuths). As in the previous example, it should be noted that
two frequencies provide similar skin-depths in the two model regions.
The resulting model, obtained at a misfit of unity, is shown in Figure 10. The cross-section
probably represents the 'most-realistic' image obtained, thus far, by the minimum-structure
inversion. The image of an isolated dipping conductive zone in an otherwise uniform
background is clearly well-represented by the gradients obtained. Once again the upper
surface of the conductive zone (first wavefield contact with the anomaly) is the best-imaged
feature. The 'more-resistive' zone to the right of the true anomaly is thought to be due to
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Gibb's phenomenon (i.e. trying to fit a smooth model to a feature exhibiting sharp
discontinuities can result in model overshoot).
In summary, for the dipping model studied, complete resolution of the 'true' structure is
difficult when only one VLF frequency is involved. For the model studied both TE- and TM-
mode data provide similar resolution attributes. As in the previous example, the first
reflecting horizon is the best resolved feature. The upper surface of the dipping zone is then
imaged by a gradient whose dip is close to that of the target zone. A series of 'false', near-
vertical gradients project downwards from the upper surface. In all cases the minimum
resolved resistivities occur within the anomalous zone, close to the upper surface. The values
of the lowest resistivities appear to be marginally higher than the true resistivities.
Application to field data.
The data studied here were collected as part of a collaborative study into geophysical
methods for the recognition of geological weakness zones and other surface discontinuities
caused by underground mining in Carboniferous terrain (Greenwood and Peart, 1992). In one
of the study areas (Saar 2.1, Test Site 3) three profiles of VLF-R and Z measurements were
made.
The three profiles are shown in Figure 11 (plan-view) and were made along azimuths of
N59E. The three profiles are 50 metres in length, are separated by 10 metres, and each
comprise 11 measurements made at 5 metre intervals. The profiles are referred to as OOS,
105 and 20S. The lateral, along-profile, coordinates range from -175 to -125 m. Also shown
in Figure 11 is a possible fault trace based on a 10 cm topographic feature.
The measurements were made with the Scintrex IGS-2 equipment, using 5 metre E-field
dipoles and the Rugby (UK) VLF transmitter (GBR, 16 kHz). The transmission azimuth,
along which E-field dipoles were aligned was 320 degrees. The equipment has a reading
resolution of 1% in the case of the VLF-Z components and 1 ohm.m and 1 degree in the
case of the VLF-R measurements.
The map of Figure 11 also displays the in-phase Z results that were obtained. Both in-phase
and in-quadrature (not shown) Z fields are small and consistently less than 7% of the
associated horizontal component. In addition, it can be noted from Figure 11, that there is
no convincing (i.e. strong) sign reversal in the in-phase component. Such a characteristic is
the normal signature when traversing a lateral discontinuity (e.g. Fig. 6).
The VLF-R data obtained along the 3 profiles are shown in Figures 12, 13 and 14. The
observational results are indicated by symbols and the full and broken lines are model results
which are discussed later. As explained previously it is necessary to assign errors to the data
observed. The data shown in Figures 12 to 14 have had 'nominal' 2.5% error bounds applied
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(in the logarithm of apparent resistivity and in linear phase).
Despite the separation of only 10 metres between successive profiles there are very clear
differences in the behaviour of the response characteristics across the three sets of
observations. A clear minimum in apparent resistivity is observed along profIles ooS and
10S but along 20S the form of response is a step. The phase response along profiles ooS and
10S shows a clear similarity (in both magnitude and form) but the correspondence is not
mirrored in the behaviour of the two sets of apparent resistivities. These differences would,
in practice, make a combined interpretation across the three profiles difficult.
In contrast to 1-D modelling and inversion of VLF data (Mathieson and Crossley, 1982), 2-D
modelling and inversion requires the appropriate mode of the data to be established. The
choice of whether the observed data are responding in either the TE-mode or TM-mode will
inevitably be subject to error unless an unambiguous anomaly strike direction is known and
measurements are then made using VLF transmitters in principal strike coordinates (i.e.
perpendicular and/or parallel to strike). Even in the case, as here, where a small topographic
feature at the surface is thought to relate (in some unknown way) to the fault at depth, it
should be noted that the VLF wavefield at 16 kHz may effectively respond to resistivity
gradients to a considerable depth (e.g. > 20 metres).
A great deal of insight into the procedure for establishing the correct mode of the data can
be obtained using the response charact~ristics of synthetic models such as those. presented in
the previous sections. Referring to Figure 5 (synthetic example 2), both the TE- and TM-
mode responses in apparent resistivity display minima in the vicinity of the resistivity
contrast. In such a case (i.e.' a conductive anomaly) the TM-mode phase will display a
characteristic increase (to a maximum) while the TE-mode phase displays a corresponding
decrease to provide a minimum. Thus the phase information can be diagnostic of the
induction mode. In this case we can compare the synthetic TE- and TM-mode phase response
(Figure 5) with that of the observed data (Figures 12 to 14). In Figures 12 and 13 it can be
seen that phase maxima are observed on profiles OOS and 10S in association with minima in
the amplitupe responses and as such should be associated with a TM-mode response. The
phase behaviour along profIle 20S, although less convincing, is still compatible with TM-
mode behaviour.
The Z field data, when available, can provide an additional constraint with regard to mode
identification. A Z-field can only be generated in the case of a TE-mode response. It is
entirely absent in the case of pure TM-mode induction (under the 2-D assumption). The Z
field response observed in the TE-moPe across the second synthetic model was shown in
Figure 6. Here it can be noted that the in-phase response changes sign at the location where
the minima in apparent resistivities are observed. Maxima and minima in the Z-field are then
observed to either side of the phase change. The essential point is that in the case of a TE-
mode response which gives rise to a significant lateral VLF-R response, an associated VLF-Z
response must always exist.
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In the case of the present survey data, the measured VLF-Z response is limited to values <
0.07 (Fig. 11). This fact, together with the characteristic VLF-R phase behaviour noted
above confirms that the measured data conform, quite closely, to a TM-mode response.
Using the data shown by symbols in Figures 12 to 14, a series of investigations into the
resistivity cross-sections were made using the 2-D OCCAM algorithm, under the assumption
that the data represent a TM-mode response. As in the previous synthetic examples, a 'blind'
starting model of 30 ohm.m was used in each case. Using the nominal 2.5% error
assignments, it was found that the data from all three profiles could be inverted in one or two
iterations to provide an r.m.s. misfit of unity. The responses of the models obtained by this
procedure are shown by the broken lines in Figures 12 to 14.
The three resistivity cross-sections obtained are shown in Figures 15 (profile 005), 16
(profile 105) and 17 (profile 205). All three cross~sections display smooth resistivity
transitions between 'conductive' regions of order 25 ohm.m through to more resistive regions
with resistivities > 100 ohm.m. The cross-sections obtained for profiles 105 and 205
(Figures 16 and 17) show a similar form i.e. a near-surface resistivity low centred on -155
. in Figure 16, transfers to a more westerly (i.e. to the left) position in Figure 17. In the case
of profile 005 (Fig. 15) the near-surface conductive feature is centred on -140 and the cross-
section involves less steeply-dipping gradients.
Resolution in minimum-structure inversion is a function of misfit. An examination of the
model fits obtained at unity misfit (Figures 12 to 14) indicates that, particularly in the case
of the phase data, the lower-order data wavelengths have only been partially reproduced. We
could, in fact, regard the cross-sections associated with these fits as 'conservative' estimates
of the most likely resistivity distribution. The OCCAM algorithm is, in general, capable of
providing a cross-section that fits most of the fine-detail of valid observational data. With
decreasing misfit, however, we must eventually start to model noise.
The observational data can be viewed as containing a superposition of wavenumber
components. The fitting of the low wavenumber components to an Lm.s. misfit of unity
provided the cross-sections which can be seen to contain only long wavelength gradients.
High-wavenumber features in the data (e.g. gradients at the measurement separation scale)
can only be modelled by short-wavelength features in the cross-section. In cases where such
gradients are 'noise', artificial model features, particularly in the shallow sub-surface, will
inevitably be produced.
These points are well-demonstrated by the three data sets considered here. Figures 18 to 20
show the three resistivity cross-sections obtained by reducing the misfit level to 0.25 (with
assumed data errors remaining at 2.5%). The associated response data are compared with the
observed data by the solid lines in Figures 12 to 14. Here it can be seen that a degree of
'overfit' has taken place in providing models which fit the data 'exactly'. The cross-sections
Page 11
now contain some high-wavenumber features which, particularly within the upper 10 m, are
most likely to be 'noise'. Some of the lower wavenumber features are, however, stable
developments of features observed previously at the lower level of misfit.
For the data sets considered here, the most realistic cross-sections lie within the 'limits'
provided by the two sets of results (i.e. at misfits of 1 and 0.25). Both sets can be used for
interpretation purposes with the 0.25 level results requiring a much higher degree of caution.
It can be noted from Figures 18 and 19 that the characteristic dipping conductive feature is
compatible with that imaged in the second synthetic model analysis. The previous (forward)
model analyses therefore represent an important aspect of interpretation control. The results
from the southern-most profile 20S (Fig. 20) do not preclude the same type of feature. In the
case of 20S, the same (assumed) feature appears: to lie too close to the edge of the
observational profile to allow the 'same degree' of resolution.
Using the synthetic model results as a control, the interpretation of features observed in the
resistivity cross-sections can be undertaken. A subsurface conductive zone, assumed to be
fault-related, occurs on all three cross-sections. The lowest resistivity within the zone
(averaged over 2.5 x 2.5 m) is of the order of 15 to 20 ohm.m. Away from the immediate
vicinity of this zone at- and near-surface resistivities return to values in excess of 100
ohm.m. The upper surface of the zone lies some 3 to 5 m beneath the surface.
On profiles OOS and lOS the position of the upper surface of the conductive zone lies directly
beneath a previously identified topographic feature. The resolution of (possibly) the same
zone on profile 20S is made difficult due to the lateral limits of the observations. On profiles
ooS and lOS the conductive feature has a strong component of dip that probably exceeds 45
degrees in both cases. Using observations at 5 m separations, our resolution of the true width
of the zone is limited. Although the intrinsic resolution through the deeper part of the section
is poor, on the basis of the control model results, it is possible to suggest that the conductive
feature maintains a significant resistivity contrast only to depths of the order of 20 to 30 m.
Conclusions.
VLF-EM observations (both VLF-Z and VLF-R) provide profile information which usually
require to be modelled by a 2-D cross-section of resistivity structure. Viewed from the
perspective of other, multi-frequency EM techniques the VLF method is a high-density but
essentially single-frequency method. These characteristics present data modelling techniques,
particularly that of data inversion, with a special case of observational insufficiency.
The 2-D data modelling described here imposes additional demands on the procedures of
directional VLF data acquisition (to avoid inconsistency with the 2-D approach). Where
geological strike is not known, measurements need to be made using two or more
azimuthally-distinct transmitters.
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The application of a 2-D regularised inversion scheme, to both synthetic and field data, has
demonstrated that the inherent data insufficiency can be compensated, to some degree, by
imposing the constraint of minimum-structure. Regularised inversion schemes are capable of
the automatic construction of credible resistivity models. The results demonstrate that the
resistivity gradients contained in such models must still be interpreted with care. A single
frequency EM technique can only provide a limited vertical resolution. The synthetic studies
indicate that the zone of first wavefield contact with an anomalous region produces the
highest level of structural resolution. Beneath this region, with increasing depth, resolution
must inevitably decrease. Forward resolution studies of type-examples, to clarify the
interpretation of inverted field data, are recommended.
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Figure Captions.
Figure 1. Response of synthetic model 1 at 16 kHz (solid circle symbols) and 25 kHz (open
cross symbols) at 11 locations (-175 to -125 metres). Error bars denote 1% error bounds
assigned. Solid lines are inversion model results discussed in the text. Apparent resistivity,
on logarithmic scale (upper diagram), phase (lower diagram).
Figure 2. Smooth resistivity solution obtained by inverting the TE-mode data at 16 kHz of
synthetic model 1. The r.m.S. misfit is unity. The model is shown outlined by the heavy
dashed line. Results contoured are the logarithm of the resistivity using a contour interval of
0.25 (except for lowest bound). The blank (white) zone corresponds to modelled resistivities
< 5 ohm.m. True scale cross-section.
Figure 3. Smooth resistivity solution obtained by inverting the TE-mode data at two
frequencies of 16 and 25 kHz of synthetic model 1. The r.m.s. misfit is unity. The model
is shown outlined by the heavy dashed line. Results contoured are the logarithm of the
resistivity using a contour interval of 0.25 (except for lowest bound). The blank (white) zone
corresponds to modelled resistivities < 5 ohm.m. True scale cross-section.
Figure 4. Smooth resistivity solution obtained by inverting the TE-mode data at two
frequencies of 16 and 25 kHz of synthetic model 1. The r.m.s. misfit is 0.5. The model is
shown outlined by the heavy dashed line. Results contoured are the logarithm of the
resistivity using a contour interval of 0.25 (except for lowest bound). The blank (white) zone
corresponds to modelled resistivities < 5 ohm. m. True scale cross-section.
Figure 5. VLF-R response of synthetic model 2 at 16 kHz, TE-mode (joined solid circles),
TM-mode (joined open crosses) at 11 locations (-175 to -125 metres). Error bars (1 % error
bounds) are less than size of symbols. Apparent resistivity, on logarithmic scale (upper
diagram), phase (lower diagram).
Figure 6. VLF-Z response of synthetic model 2 at 16 kHz, TE-mode. In-phase component
(solid circles), in-quadrature component (open crosses) at 11 locations (-175 to -125 metres).
Error bars (1 % error bounds) are less than size of symbols.
Figure 7. Smooth resistivity solution obtained by inverting the TE-mode data (VLF-R) at a
frequency of 16 kHz for synthetic model 2. The r.m.s. misfit is 1.0. The model is shown
outlined by the heavy dashed line. Results contoured are the logarithm of the resistivity using
a contour interval of 0.25. True scale cross-section.
Figure 8. Smooth resistivity solution obtained by inverting the TM-mode data (VLF-R) at
a frequency of 16 kHz for synthetic model 2. The r.m.s. misfit is 1.0. The model is shown
outlined by the heavy dashed line. Results contoured are the logarithm of the resistivity using
a contour interval of 0.25. True scale cross-section.
Figure 9. Smooth resistivity solution obtained by inverting the TE-mode data (VLF-R and
VLF-Z) at a frequency of 16 kHz for synthetic model 2. The r.m.s. misfit is 1.0. The model
is shown outlined by the heavy dashed line. Results contoured are the logarithm of the
resistivity using a contour interval of 0.25. True scale cross-section.
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Figure 10. Smooth resistivity solution obtained by inverting the TM-mode data (VLF-R) at
a two frequencies of 16 and 25 kHz for synthetic model 2. The r.m.s. misfit is 1.0. The
model is shown outlined by the heavy dashed line. Results contoured are the logarithm of the
resistivity using a contour interval of 0.25. True scale cross-section.
Figure 11. Plan view of three profiles of VLF measurements. The three profiles are referred
to as OOS, lOS and 20S. The? fault trace is a 10 cm topographic feature. The results
contoured are the VLF-Z in-phase component expressed as a percentage.
Figure 12. VLF-R data along profile OOS. The solid symbols are the observed data. Error
bars are 2.5% error bounds. The connecting lines are inversion model results. Dashed line
(r.m.s. misfit of 1.0), full line (r.m.s. misfit of 0.25).
Figure 13. VLF-R data along profile lOS. The solid symbols are the observed data. Error
bars are 2.5 % error bounds. The connecting lines are inversion model results. Dashed line
(r.m.s. misfit of 1.0), full line (r.m.s. misfit of 0.25).
Figure 14. VLF-R data along profile 20S. The solid symbols are the observed data. Error
bars are 2.5% error bounds. The connecting lines are inversion model results. Dashed line
(r.m.s. misfit of 1.0), full line (r.m.s. misfit of 0.25).
Figure 15. Profile OOS, Lm.S = 1.0. Smooth resistivity solution obtained by inverting VLF-
R data along OOS. The Lm.S. misfit is 1.0. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Figure 16. Profile lOS, Lm.s = 1.0. Smooth resistivity solution obtained by inverting VLF-
R data along lOS. The Lm.S. misfit is 1.0. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Figure 17. Profile 20S, Lm.S = 1.0. Smooth resistivity solution obtained by inverting VLF-
R data along 20S. The Lm.S. misfit is 1.0. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Figure 18. Profile OOS, Lm.S = 0.25. Smooth resistivity solution obtained by inverting
VLF-R data along OOS. The Lm.S. misfit is 0.25. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Figure 19. Profile lOS, Lm.s = 0.25. Smooth resistivity solution obtained by inverting
VLF-R data ~ong lOS. The r.m.S. misfit is 1.0. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Figure 20. Profile 20S, Lm.S = 0.25. Smooth resistivity solution obtained by inverting
VLF-R data along 20S. The r.m.s. misfit is 1.0. Results contoured are the logarithm of the
resistivity using a contour interval of 0.1. True scale cross-section.
Page 16
2.2
2.1
,......,
E 2.0
E 1.9~
0
>.
.... 1.8:~
....
Ul
'(ij 1.7
Q,)
0::
0. 1.6
0.
« 1.5.......
"0 1.4
...J
1.3
1.2
VLF SYNTHETIC 2-D OCCAM TE 16/25 kHz
OSS (symb).MOD (line) rms = 1.0
. .
.........................................................................................
Figure 1
-180'
-170 -160 -150
Distance (m)
-140 -130 -120
70
68
66
~ 64
Ul
Q,)
Q.l 62L.
0\
Q.l
"U 60'-'
w
(/)
58«
J:
a..
56
54
52
50
VLF SYNTHETIC 2-D OCCAM TE 16/25 kHz
OSS (symb).MOD (line) rms = 0.5
.. .
................................... . .
-180 -160 -150
Distance (m)
-140 -130 -120
Figure
2
'" coN
ooN
'" "!-
ot
-
o
0
.
,;
0
.
,;
0
.
,;
0
.
,;
0
.,;
0
I
-
-
co
co
..
..
.
.
.
.
.
.
.
.
'"
I
I
I
I
I
I
I
I
I
"
;co- I
.
.
-
.
.
.
.
.
.
.
.
.
.
.
.
.
0'"-
~
I
Eo-<
-
-
.,;
Z
'"-
0
I
.
.
.
.
.
.
U
J
0
p::;
.
.
.
.
-
~
I
:>Z
~
.
.
.
.
.
.
-
-
::g
I
El
<
~
0
'"
U
'"
()
U
-
d
I
as
0
.
.
.,
'"
.
-
"d
.,;
~
'"
C\2
- I
U
0
.
.
.
.
.
.
Eo-<
'"-
~
I
::z:=
Eo-<
.,;
Z
'"-
><
I
U
J
0
>:t...
t-
-
.
.
.
.:l
I
:>
.,;t--
(m)
u0!lIlA31:I
I
Figure
3
-ElEl..clo---
00NN
...
C
>
N
00":
-
.
.
.
"!-
...
~-
0
.
,;
c:>
.,;
0
.
,;
0
.,;
0
.
,;
c:>
I
-
-
N
N
..
...
.
.
.
...
'"
I
I
I
I
I
I
I
I
I"
;N- I
.
.
-
.
.
.
.
.
C
\l
0.,
-
-
~
I
Eo-<
'
-
"
.,;
Z
..- I
0.
.
.
.
.
.
.
r:n
0
~
...
-
~
I
:>Z
.,;
.
.
.
.
.
.
.
.
.
.
- I
-
::s
El
<Xl
-
-
-
c:>
.,
U
00
0
U
-
I'l
I
'"
0
~'"
.
~
"0
.,;
o::l
00
C
\l
- I
U
c:>
.
.
.
.
.
.
.
Eo-<
'"-
~
I
~Eo-<
.,;
Z
.,-
:>-<
I
r:n
c:>
~
.
.
.
-
.
.
.
.
.:l
I
:>
.,;...-
(m)
U
O
H
lIA
<l13
I
VLF SYNTHETIC, 2d OCCAM INVERSION (TE,2f)
o.
Log (ohm.m)
2.25
"Tj_.
(IQ
C
""l(l)
~
0.70
2.00
1.50
1.25
1.76
1.00
11".M, :::i:::::q;~.k!;
i!;~I!;
-5.
-30.
-45.
-25.
-35.
-20.
-40.
-15.
-10.
,,,,.:
-50.
-125.-130.-135.-140.
::;~
-145.
(m)
*ft.,:, ~}.~,4 ;.: -7::!"
' ' ;},} /,>, ~:4:~;.:M1'#%'::::;:; ~,t::.:;:~~-~~'jj;, w 1'"" '"' """i'k"Jik","""",,@.MVf'Yi4ml'Pi. ,d'L!J1~~/%'fLiiij1itii.hf;;W,&;'iIt$tJifW
-'h', w." , ',,~, '" "', ''''W''*;W''O',I11(, Nl'I"+,
.. '.' (olhMWt w"!i)ht1i~!!4&Ark$#Wb.ki!;{~Ht1i~ ~'1,l:% '01 •,M,,';{@t.P§ifif0[MhJJjiHj~ -'''., . , ";1" "0' ','0' '"*1' 'I d '''W''
'> t::'-:. I".-, ill%' 'dL40+>rq;",ii):,,;\!
';" .•' .'1\\'% ''!1M!iNnYMiWfb;mt
' '1
0
, 4''''"''JK4'''''iWlJb''WlIli
'. , @ 'it1'l"·'·"'''·'''jfi'''YI %,"@
• m "'~ . '!UW~';h*%q';¥"h!11I__ i' mtry~~~,~~t;W#.%iWr.fu~>«f4f®l ' ,..., :::~:~:::~, 'W"~ ~"-":::"Y:::WJ':::$_. .~ - . . "'"''''''*j'fbH'~b"''''li> :t 3$. "-v/.~ :-:'~:«::Ber.4;:B:;'::«*<-H'>:':"'~
, , ,.' %e' ilJht!dftiC;q&it~, ~~itR :::f$i;h.%MkMfjffi
,<,;,. ~« ,. ~%',." '7.~::'t 'ill:>:<,,::::=%:w~" @y.,:-, ,. ~1:::::::~ ~9'<=:.;.~;:t: '«:;:::-1F
%".;i u"", '~:-';:::;:::--:;';k'.;.~:':::;:.,}1.:::~ ~~.:? ':::;:m'~w.:::~~:::::-r.;:.1.?»J.:'"
• :-/.. ";:1;;,. u t?:-:~:4~%.:::w.or.:;,
t.t ~~P~~nMp&,~.;.t.::::, ,h~?,r~#h~~, 1Mf.1~§nt~~[q%1i?~M~
w, A:::~~';'-~~}~}.h%$~n?-)
'/. A.;.:-:%?-:::...~~%~*:::;: :::.;.:::~mn?bh~#p);:b~«:::,¥~:::~ ...:::~ l~:::~:;'x:~::,~:::':::~ %~..;: ;: '~:::;: %;:'~ ~ ~:; :::~~:::::: ;:\%;:'::::::
":::::::::';'::::::h?-j,:::::::::'?=,dk$.W.t~kx~
::: ~r~#:::~}.{~l;:,hA*:::@.~.;. ~~~h
' ~%~~:::~~h~~t.~~"~~:::~*-~l~w~~r
::: )~b;t-*~?::-: ~~:t.w
J
-155. -150.
Distance
-160.-165.
t
-170.
"",OW£~:~~/
$%.~,f
-175.
s:l
o
....
...,
a:l
~
.,
-r-<
~
s
~
VLF SYNTHETIC .MODEL REFONSE
lE-MODE (SOLID), lM-MODE (OPEN)
2.50-+---........- __........ ..L- ..L.- L..-__---Ir-
~2.25
E
E
L:.
02.00
>-
....os;
..
rJI
°00 1.75
Q)
0::
a.
a.« 1.50 .
......
o
o
-I 1. 25
1. 00 -i----...;.-----i-----i----..;....---;------JJ-
Figure 5
-180 -170 -160 -150
"Distance (m)
-140 -130 -120
VLF SYNTHETIC MODEL REFONSE
lE-MODE (SOLID), lM-MODE (OPEN)
60-l- ........ ........ ..L-_--..L.----&.-.--.......jf-
,.....
(/)
w
W
0::
o
W
Cl
'-J
50
40
30
. . .
............ - - .
. .
, - - - -.- - ..
20-+----r----""T"""---...,.----.,......---.......-----'~
-180 -170 -160 -150
Distance (m)
-140 -130 -120
W
,-...
(f)z
z
w
()g,
L
L
~
w
E
0
::_
.....J~
W
o
O
.....J
()
0
~(j)~(J)
C)
0:::
I-W
N
II-
w
Z
o
GiO~
u
.1
.
.
.
.
.Jw
>
~
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
-
-
.
.
•
•
•
•
•
•
•
•
° 0"
.
.
.
.
,
"0
···········
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
"
.
·
.
.
'
•
0
·
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
·
.
.
·
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
·
.
.
.
Figure
6
-I
oNMIo(Y')
MI0"3'
MI
,
-
.
.
.
.
E
0
.
.
.
.
.
.
.
.
.
.
.
.
LO
Q)
M
0
I
c:0
+
Jen
.
-
0
0\DMIor--MI0ex:>MI
0
0
0
(Y')
0
(Y')
0
0
0
3anl1N~VVi
I
-
-
-
-
-
-
-
-
-
-
-
-
-
-
VLF SYNTHETIC, 2d OCCAM INVERSION (TE)
Log (ohm.m)
'"I1_.
~,.,
(1l
-....l
2.26
0.75
1.00
O.
-40.
-45.
-50.
-125.-130.-135.-140.-145.
(m)
-155. -150.
Distance
-160.-165.-170.-175.
-5.
11
11'1, 2.00-10. 11 ~tlj:
'+'AI!l',,~ .'j,:::::;;:
-15. 11 PI 1.75
, -20. "~ I cox,_ ~<-" ::::::::>;-;';-J:::::<: 1::"",";:;:<""1:l"J:;:;;.:<::::;::,,<:mw~",;::wJ::~"f ~J::;:II::1 m:·:~.;-:-:-:.yh:-:«-¥.*Y..:·»;.~:.:-}z' ...~m.:·:-:~«~·~:.:~·:-:-:-:·:.:;:·:.:.:·:~ L- ,,,.
El
.......
d
0 f- Wf ;:e·I'§h.@.$:sm;,n:tmtW~~ I ; ;; 'lwEB£@W1W_ili@BrmMMM~1:MH@ftH@@1 :::::::::n::~ -25. 11 V'=~%1 1.50.~
...
cd
l>
~
-r.:l
.>x·:,:, ..-". ~<-''''*''''>NXo»'''''''''·>=:«-=>>>''''0>>:«*",,>>>>'''>:'''''*;':';':'':<'''''~''';':=>:''''':'''':-:'<·>:-:·"..,<·,.,.,.,.:-:<·:-:<...,""..,·,.,.,'..:.",...,<=.,.,,,.,.:-:·.·.y,;=:'-",,....6:"w="'>:<O:':'·N."'&W<MW"'~ "",' •
-30.
I1
-
1.25
" -
-35.
Figure
8
...
N.;
'" C>
..
'"r-;-
'"~-
'""!-
'"~-
'" ...
o
.,;
.
,;
0
od
0
.
.;
0
.
.;
0
.
.;
0
I
-
-
..
..
.
.,
.
.,
.
.
.
.
.
.
.
.
'"
I
I
I
I
I
I
I
I
'od..- I
-
-
0
::21
.
.,
-
E-o
I
-
-
Z
.
.;..,
0
-
.
.
.
.
.
.
.
.
I
r:r.J
p:;
0
~
.
.
.
.
-
:>
I
Z.
.
.
.
.
.
.
.
.
.;
::21
.
.
.
.
-
-
I
-<
El
u
~
0
'"
U
'"
<>
0
-
~
I
al
.
.
.,
"
'C
.,
.
~
C\2
.
.;
A
'"- I
U..
.
.
.
.
.
.
E-o
0
~
.
,
-
~
I
E-o
Z
.
.;.,
>-
- I
r:r.J
~
0
.
.
.
.
.:l
.
.
.
-
:>
Iod...-
(m)
U
O
H
lIA
313
I
VLF SYNTHETIC, 2d OCCAM INVERSION (TE,Hz)
Log (ohm.m)
'T1
......
CTO
C
""l(l)
\0
0.75
1.00
2.25
2.00
-5.
O.
-10.
-45.
-40.
-50.
-125.-130.-135.-1'0.-145.
(m)
-155. -150.
Distance
-160.-165.-170.-175.
-15.
"
1:,;;~";';Y'/-:,,,e:';('1
1.75
11 IlfMl:~~&i!
~ ·'V.·Z" ·z· .-<-.. "C·"<""·M"'<·'·""·'·.·,.·n,~~"'Z"",,"F."T. """'Z""_·F"·M""<·M"<"·~'>h~•.·'·X'.·'''·'>«·''''·Z_·.·.·'Z.·,z'z"·,.,,,·,, . -20.
8
---l'l
0 ~~$.{fE£f~f®m!f&£¥WfHr£u ]j[tfimftlf.*UfH~Dm:W@E¥.nnr@jfL!FWW[~ - 25. 11 r"'x'''iCl l.50....
....
'"po.,
-~ I ':{oZ-' '}:;;O; '~X"I;"':'»~X':':«'X-:~";~§:«';·X"';';;;';>~:;;:X·~~:,};<';;X«"''l':';';;;;;·;0;0~~;·:-:«N:·~~;0;';o:;;;;o~;'~;«';-:-:;;;;·};::;}»;-:0;0}}~";;';-~"';;-:·};I·;0;;~»~~;;~;';>~;';';;;;;';>~~;;~;NW;~;·};Z';};;}'<:=~~.;,;;~;'};;;~-;.:;:'~·I
-30.
11
- 1.25
"
..........
-35.
Figure
10
·
·lli111'."
-ElEl.clo-
'" NN
<:>
<:>
N
'"'":
-
<:>
oq-
'" "!-
<:>
~-
.,;
.;
.
,;
.;
.
,;
.;
.,;
.;
.
,;
.;
.
,;
,
-
-
N
N
..
..
.
.
.
.
.
.
.
.
'"
I
,
I
,
,
,
,
,
'
';N- ,
.
.
-
'
-
C\1
0..
~
- I
E-<
-
-
.;
Z
..- I
0.
.
.
.
.
.
Cf:l
0
0:;
.
.
.
.
-
~
,
:>-
z
.;
.
.
.
.
.
.
.
.
.
.
-
-
,
~
El
-<
-
0
'"
U
'"
c:>
U
-
d
,
aj
0
.
.
.,
'"
.
-
"
'C
.;
<
=l
'"
C\1
- I
U
0
.
.
.
.
.
.
E-<
'"-
~
,
::r::
E-<
.;'"
Z
-
>-
,
Cf:l
.,;
rx..
~-
.
.
.
.
.
.:l
,
:>-
.;~-
(m)
U
O
H
lIA
313
,
-
.
'
.
,
.
':~
:
.
"
':
;',.+
'I;
co-
.
'
I,
++
~
c
'
++
'+
++++
.
oolD.
.
VLF SMR L.1 TS3 LINE OOS, OSS/MOD
ass (symb),MaD (line) rms=1,O.25
2.50 -+ .....1.. .....1.. --'- ....;-
2.25
Figure 12/
,.......
E
E
-g 2.00
>-
+J
.S;
:;:;
.!!! 1.75
en
Cl)
Cl:::
Q.
~1.50
L....J
C-'
o
-l 1. 25
.. ..
........................................................................... - .
. .
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
1. 00-+----,-----,------r------r------r----_f_
-180 -170 -160 -150
Distance (m)
-140 -130 -120
VLF SMR L.1 T53 LINE OOS, OSS/MOD
ass (symb),MOD (line) rms= 1,0.25
70-+ ....... ....... _+_
65
00 60 .
Cl)
Cl)
L..
O'l
Cl)
~ 55
w
Vl
<I
a. 50
45
40-+----,-----,-----;..----;..---.....,.---.....f---
-180 -170 -160 -150
Distance (m)
-140 -130 -120
VLF SAAR 2.1 TS3 LINE 10S, OES/M(:'D
OBS (symb).MOD (line) rms= 1.0.25
2.50-+ ........ ........__........;........ ........ ........ ......-
Figure 13
2.25
..-.
E'
E
-g 2.00
>.
...
•S;
+'
.!!! 1. 75
en
Q)
0:::
a.
~1.50
'--'
C>
o
-J 1. 25
. . .
. - .
V:
../ : .
1. 00 --t------r-----r----...;..---...;..---...;..---......f---
-180 -170 -160 -150
Distance (m)
-140 -130 -120
VLF SAAR 2.1 TS3 LINE 10S, OES/MOD
OBS (symb).MOD (line) rms= 1.0.25
70-+ ........ ........ ........ ........ ........ ---i--
65
w
(f)
«
I
a..
.. ..60 .
55
50
45
40-+-----r-----r---....;..---....;..-----i----.....f-
-180 -170 -160 -150
Distance (m)
-140 -130 -120
VLF SAAR 2. 1 TS3 LINE 205: OSS/MOD
ass (symb),MaD (line) rms=1,O.25
2.50,. .....L ....... "-- ..I..- """- 4_
2.25
Figure 14
~
E
E
-g 2.00
~
.>
~
.!!! 1 . 75
en
Q)
a:::
a.~1.50
.......
t:>
o
...J 1 .25
. .
...................................................
. .
...............................................
1. 00-+-----r-----r----~---......---_i_---_J_
-180 -170 -160 -150
Distance (m)
-140 -130 -120
VLF SAAR 2. 1 TS3 LINE 205: OSS/MOD
ass (symb),MOD (line) rms= 1,0.25
70-j. --L --I L-... ..I..- """- -l-
65
~ 60 .
Q)
Q)
...
O'l
Q)
~ 55
w
Vl
<{
I
a. 50
45
40-+---""""T-----,---.....,r-----,..----.,.-----f-
-180 -170 -160 -150
Distance (m)
-140 -130 -120
'T1_.
(Jl:<
t::
'"'I
(l>
2.50
2.00
1.(0
1.20
1.10
1.30
-~---'---;'----- -_._----------~"'"-----,
iI
Log (ohm.m)
o.
-5.
-(5.
-(0.
-35.
-50.
-125.-130.-135.-ao.-14-5.
(m)
-155. -150.
Distance
-160.-165.-170.
VLF SAAR 2.1 Line DOS, 2d OCCAM, rms=1.0, TM
-175.
-10. 11 r"''''''''''! uo
··;.:S'... -:·W'f;.:~·
:.Jt'.;:;::.~:
-15. 11 Hllr.@f~!: 1.80illri
U·7;..~«~<~":;;m:<;;:~l:''>'~:,~:::::::~:::~:::;:::::''':-······''···'·''@ .6VU.mwff/.lWVffh9XV.9Vff/u-w/ua'.>9"ffh7ffi;'WH/.6VU/U/ff//U..-/U///U/,¥/H//ff///P//////Q/H//h·iW/H///////hY'········,·~····:',.;':·:(.;·;~·} ;.....:-1 -20. 11 1.70,.......
El
-I'l
0 PfWM'IAillf~I'I••j[ ; n:: ::::n: ;SIm: :::::::~J'i%fM'r, !ml)i@P£3iK1iiil£fiiE -25. 11 fWiWf%1 1.80....
-'
ell
~
.,
->z:l
"
....,= ;O;,...~~~««<>:«<<-:~""~..,~......,...,.,<<<~=_"'=w/...:.,w..//P/..w-',..."">',"'·w//.H/.H_"'...../-'"
-30. 11 ~ 1.50
......
V1
"TJ_.
(]q
s::
..,
(l)
2.50
1.40
1.10
1.20
1.30
Log (ohm.m)
o.
-40.
-35.
-45.
-50.
-125.-130.-135.-140.-155. -150. -145.
Distance (m)
-160.-165.-170.
VLF SAAR 2.1 Line lOS, 2d DCCAM, rms=1.0, TM
-175.
\':'" I -5. II Itllll 2.00
-10. il uo:r~w@~·~rlw:
-15. 11 il'/;;: 1.80
ill=- »Z<:""'';':':~~WQ.whV'''/hrff/n/h~'»:';';<~';':';.:-:-;,;,:.;<{.}'..:.:{{!wnN.·.:.:.;.:.:.;.;.:.);.:.;.;<.:.;.;.:.;.;.:.;.:{.»;.:.;.:•.~ -20. 11 1.70~
e
~
I:l
0 : i jQj&f H~f.1W[ffJ~"PfdhWMt.MUillt.41rrdt.ti?ia -25. 11 IiifAfg 1.60.~~
'"I>
'".....Po:! '~~'W'.'o.'=~ - "_<'>OO'"",,"»"~~,,../.u//.u.u."/.6:~..6Y.H//<I'//.H//.u,;,:',y.u/.H'y,>,._w.:.,:.w~.w.·.
-30. 11 ~ uo
......
0\
------~ _~--;------c.- -=~--.-. ---- -- - -- ~:,t',-ijl- --~-
11 VLF SAAR 2.1 Line 20S, 2d OCCAM, rms=1.0, TM 11
Log (ohm.m)
"'rj_.
(IQ
C
""l
(1)
UO
2.60
2.00
1.30
1.<l0
1.20
1.10
1.80
lIlt"in.M
I,••,.:
,lqj&WA'i4tfiW~:
nu...·.·.·.·"·,·.,,.
O.
-5.
-<l5.
-<lOo
-35.
-15.
-10.
-50.
-125.-130.-135.-!<lOo-!<l5.
(m)
-155. -150.
Distance
-160.-165.-170.-175.
-
_~~~_""'>OC<.,>OOOx ",.m"H.mmm'~m~~~~~~".~ ,.,••c •• 'om.· •••••••·•••·•••. ·•·••· ..•.".m....• -20. 11 r~=.r'EA 1.70
8
---d
0 F;j'j :: InB'm wc M!ifff'AWff~I~AfwN.,8.Ji4VJFti*~itftillillW.Jn[~ -25. 11 ~ 1.60.... ·t
-'
cd
~
'"
-r-<
""
M
""
~W#Y§AYA00Y60Z.zwhJWAY.d.a'&'AYA0ZZ.z¥/&'.wW.MmZ0w..z@".&iW.&AY£~
-30. 11 == 1.50
......
-.)
11111.'11111
-l:lEl.clo-""oS
o'"..
oo..
o'"-
o~-
o"
":
-
o.
.
.
.
.
.;
o~-
o"
":
-
o~-
o"!-
Figure
18
o--
VLF SAAR 2.1 Line lOS, 2d OCCAM, rms=.25, TM
Log (ohm.m)
"Tj_.
(Jq
l:::
'"1(ll
2.~0
2.00
1.60
1.80
1.10
1.40
1.20
1.30
;t
'111111,
:"»;:»:',:,:.;::-,,:.
-5.
0.
-10.
-15.
-40.
-35.
-45.
-~o.
-125.-130.-135.-140.-155. -150. - 145.
Distance (m)
-160.-165.-170.-17~.
---
. m ::1::-:: : ::i:l:";.:q//////............//.../ ...~.:·:-:O:-:·:·~:-'hX·:·:-:.;.:-:-:.;.:-:.:-;~,:-,:..h:-:.:N«.X.:.;.:.:.:.~·:.j;.: •.1 -20. 11 W::tlXJ 1.70
El
-~
0 liUllffi ! iMtMKOO i ~~d&H@miEiW?lmEUliM#fa -25. 11 rrf.r:OOI 1.60....~
'"l>.,
-~ ~~~ • .••••::::«-:__y..;.~W&:q.../h:-'/.../##h:.'..:«...//MWhY_:.:.;.:~·,:·:·: «.;.:-:.;.:-:<.:-:-:.:.:-:-:.,,:-:-:.;.:.:~
-30. 11 ~ l.50
........
\0
VLF SAAR 2.1 Line 20S, 2d OCCAM, rms=.25, TM
Log {ohm.m}
"Tj_.
(TQ
t:
"'"l('D
N
o
2.50
1.30
1.20
1.10
1.(0
O.
-(0.
-35.
-(5.
-50.
-125.-130.-135.-HO.-1<l5.
{m}
-155. -150.
Distance
-160.-165.-170.-175.
-5. 11 ~ii~'t 2.00
-10. I1 1.80:W~JM~h¥g$j
-15. 11 fll' 1.80Jr.::»»'"«.«'IW//hl'//////H///..:-:.yhWM~.y/////////h¥/h¥H#hY/#/H.>"/u.-:~:.:-:~ «~~««':':.:':':""'~»:««':.:.:«l -20. 11 1.70.......
8
-
s:l
0 EEl:::' 1I1 lE El 1!i iWi!illWAfuWl.gIAVA~,&'~ -25. 11 ~ 1.80....
-'
'"l>-Q)
-P'l =~ "M;=_....~~,.."''«<<<<>:<<~.."...-»>W_'''//.<''' ..H//////u//.'''Yh:'/.WH//',.....'''''»y/M''''''/u..,.k:<.
-30. 11 IEm jJ :11 1.50
